INTERSYSTEMS PS SAMPLER

-

An industrial sampler for materials ranging from

microscopic powders to large granules and pellets or
heavy viscosity liquids with solid suspensions.
Collects accurate samples from gravity or pneumatic
conveying systems (positive or negative, dense or
dilute phase). May be mounted in vertical or horizontal
lines, spouts or chutes,

When activated, the sample tube extends into the
product stream and collects a sample. The sample
tube then fully retracts, seals the line and eliminates

product stream obstruction.
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A close tolerance auger then transfers the sample to
the discharge and provides excellent product clean-
out. Standard construction: Stainless steel contact
parts, aluminium seal housing, stainless steel sample
tube, stainless steel machined and polished auger
with Teflon seals. Other construction materials are
available as required by the application.

Difficult materials othear sampler manufacturers would
struggle to handle have been sampled successfully

with InterSystems Automatic Samplers.
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INTERSYSTEMS PS SAMPLER
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Each InterSystems Sampler supplied by Dowson Handling is designed
and built for the individual application. There is no need to adapt your
operation to “off the shelf® models, Dry bulk materials from powder to
pellets... liquid materials from light viscosities to heavy slurries...
Dowson Handling can supply an InterSystems Sampler to suit your

particular requirement,

Some Difficult Materials Successtully Sampled:
Alumina, Carbon Black, Cement, Clinker, Coke, Corn
Starch, Flour, Gypsum, Lead Oxide, Milk Powder, Potash,

Pulverised Fly Ash, Talcum Powder, Titanium Dioxide.

DIMENSIONS IN MILLIMETRES

Dimensions are for planning-in gurposes
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In aczardance with our policy of eeminuel imarovemant al our praduces,
wi radares the ng®=e 1 glter spacificatisns without satice

fieds Cyl | Air Consumption @ 5.5
| | EE i B ‘Size | Bars cm® per sample
102 734 | 286 | 325 1100 x 100 189
152 | 886 | 251 337 | 427 1100 x 150 283
203 1056 | 302 387 | 528 233 | 243 | 43 [125x200 614
254 (1208 353 | 438 [ 630 | 284 | 243 | 50 [125x250[ 755
305 | 1360 | 403 | 489 | 732 | 335 | 243 | 57 [125x300 897
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Green End, Gamlingay
Sandy, Bedfordshire
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Tel: D1767 650294
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